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CANADA’S TOP 20 QUARRIES
2003

Million
Tonnes

2004 
Million
Tonnes

1. Manitoulin Quarry – Lafarge Canada (Ontario) 4.29 5.39
2. Texada Quarry – Texada Quarrying (British Columbia) 3.60 5.00
3. Dundas Quarry – Lafarge Canada (Ontario) 4.25 4.76
4. Milton Quarry – Dufferin Aggregates (Ontario) 4.71 4.04
5. Porcupine Mountain Quarry – Martin Marietta (Nova Scotia) 3.20 3.80
6. St Eustache Quarry – Les Carrières St Eustache (Quebec) 3.05 3.70
7. Acton Quarry - Dufferin Aggregates (Ontario) 2.46 3.08
8. Brechin Quarry – Lafarge Canada (Ontario) 1.76 2.23
9. Laval Quarry – Simard Beaudry (Quebec)  2.00* 2.00*
10. Cox Station Quarry – Mainland Sand & Gravel (British Columbia)  1.57 1.99
11. Beachville Quarry – Carmeuse Lime (Canada) (Ontario) 1.69 1.93
12. Burlington Quarry – Nelson Aggregate (Ontario) 1.83 1.90
13. St-Dominique Quarry – Les Carrières de St. Dominique (Quebec)  1.60 1.75
14. Rocky Lake Quarry – Municipal Contracting* (Nova Scotia) 1.50 1.70
15. Lower Cove Quarry – Atlantic Minerals (Newfoundland) n/a 1.61
16. St.-Jean-Sur-Richelieu Quarry – Carrière Bernier (Quebec) n/a 1.40
17. Montreal East Quarry – Lafarge Canada (Quebec) n/a 1.35
18. Thorold Quarry – Walker Industries (Ontario) n/a 1.30
19. Laval Quarry - Demix Béton Agrégats (Quebec) n/a 1.30*
20. Flamborough Quarry – Dufferin Aggregates (Ontario) n/a 1.17

Chuck Smith, vice president of Lakes 
Operations for Lafargeʼs Great Lakes 
Division, observed while on site during 
the transfer: “This probably the first time 
ever that a 992G and three 777s have been 
operational in two different quarries in two 
different countries the same day.” 

The swap of equipment enhanced the 
Manitoulin Quarry primary mobile fleet to 
two 992Gs and five 777Ds. Stated Newman, 
“Our primary plant throughput increased 
by almost 200 tonnes/h that first night shift, 
allowing us to operate the primary crusher 
more efficiently. Within two weeks of put-
ting up over 226 750 tonnes of secondary 
feed in the primary surge pile, we were able 
to reduce the secondary plant operation from 
a 7-day schedule to a 5-day schedule because 
of improved efficiencies from the secondary 
crusher that was previously starved of feed. 
By June, we were able to achieve over 1 
million tonnes of feed through the primary, 
a first for the Manitoulin Quarry.”

Another company significantly boost-
ing output in 2004 was Texada Quarrying, 
a limestone operation on Texada Island in 

The new primary surge pile stacker at Lafarge Canada’s Dundas Quarry has a capacity of 2500 tonnes/hr. 
The Dundas operation held its third place ranking among Canada’s Top 20 quarries.
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